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Sensor port

Ensure camera plug aligns 
with key before inserting 
into sensor port.

Install Mount on a post up to 
50 mm outer diameter. Loop 
excess cable down into the post. 
Secure the assembly to the post 
by tightening both hex screws.

Figure A

Figure B

The Solo serial number can 
be found on the underside of 
the unit and on the outside 
of the packaging. You’ll need 
this to activate your account 
at observant.net/signup

Connect cable 
to camera port 
on solo (see 
Figure B).

Orient the Camera 
to the preferred 
angle and tighten 
with the hex key 
(see Figure A).

Thread camera’s cable 
through its adaptor  
and up through the  
Solo mounting post. 
Rotate camera 
assembly to a snug fit 
with the Observant logo 
oriented as shown here.

Attach Bird Deterrent spikes.

Seat Solo on post.

Once properly oriented, tighten hex 
screw to secure Solo to its post.

Orient the solar panel as per 
the instructions on the label, 
then remove the label.

Observant Solo Camera Kit Installation Guide

3

1

5

4

2

9

6

8

7

Adjust angle to suit

Solo serial number 



November 2015 OBS-USR-M008-R2 01706

For further assistance, visit  
helpdesk.observant.net

KIT CONTENTS

ADDITIONAL ITEMS REQUIRED
This kit requires a securely fixed post of up to 50 mm in 
diameter. We recommend using DN40 (1½”) nominal pipe size.

Solo Box

Approximate field of view
27 ft (8 m)

Camera lens

Camera Box

Solo unit

Camera

Camera  
adaptor & seals

Port adaptor 
cable

Mount

Bird Spikes5 mm Hex key

3 mm Hex key M8 Bolt x 2

33 ft (10 m
) 33
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 (1

0 
m

)

ACTIVATE
Before going onsite, activate your account 
 and equipment at observant.net/signup.

GO
Log on to Observant Global™ to begin 

viewing your images.

INSTALL
Follow the step-by-step instructions found in this 

installation guide to set up your hardware.

Observant Solo™ Camera Kit  
Installation Guide


